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1. Introduction

A turbine connected to the grid implies certain elements of danger if it is handled without exercising
proper caution.

For safety reasons, at least two persons have to be present during a work procedure.
The work must be properly carried out in accordance with this manual and other related manuals.
This implies, among other things that personnel must be instructed in and familiar with relevant parts

of this manual.

Furthermore, personnel must be familiar with the contents of the “Substances and Materials”
regulations.

Caution must especially be exerted in situations where measurement and work is done in junction
boxes that can be connected to power.

Consequently the following safety regulations must be observed.

2. Stay and Trafflc by the Turblne
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Make sure that children do not stay by or play nearby the turbine. If necessary, fence the foundation..
The access door to the turbine must be locked in order to prevent unauthorised persons from -
stopping or damaging the turbine due to mal-operation of the controller.-

-

3. Address and Phone Number of the
Turbine

Note the address and the access road of the turbine in case an emergency situation should arise. The
address of the turbine can often be found in the service reports in the ring binders next to the ground
controller. Find the phone number of the local life-saving service.
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Översättning

Man ska inte uppehålla sig inom en radie av 400 meter från turbinen om inte nödvändig anledning föreligger. Om man måste inspektera turbinen i drift ska man inte stå direkt under rotorbladen utan inspektera turbinen framifrån.

Se till att inga barn kan uppehålla sig eller leka i närheten av turbinen. Om nödvändigt så stängsla in fundamentet av säkerhetsskäl. Dörren in till turbinen skall vara låst för att förhindra att obehöriga kommer in och orsakar driftsstopp/förstörelse av turbinen pga felanvändning av kontrollpanelen.
